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 ZERTIFIKAT & CERTIFICATE o

Z E R T I F I K A T Product Service

Nr. Z1A 13 02 42435 024

Zertifikatsinhaber: Metalast, S.A.U.

Paseo Sanllehy, 25
08213 Polinya

SPANIEN
Produktions- 42435
statte(n):
Priifzeichen:
A Pmduclionmonif /
Safetyls{e
Produkt: Kreiselpumpen
Modell(e): Maxim Code 08003; 08004; 08005
Kenndaten: Modell: 08003; 08004; 08005
Nennspannung: 230V/400V 3AC 50Hz
Nennstrom: 9,5/5,5A; 7,4/13A; 15/8,4A
Nennaufnahme: 3200W; 4050W.; 4800W
Schutzklasse: I
Schutzart: IP 55
Max. Medientemperatur: 35°C
Max. Héhe: 19,5m
Max. Durchsatz
I/min: 833,3; 1100; 1300
Isolationsklasse: F
Gepriift nach: EN 60335-2-41/A2:2010

Das Produkt entspricht hinsichtlich der Gewahrleistung von Sicherheit und Gesundheit den
Anforderungen des deutschen Produktsicherheitsgesetzes § 20 bis 22 ProdSG. Es kann mit den
oben abgebildeten Prifzeichen gekennzeichnet werden. Eine Verdnderung der Darstellung der
Prufzeichen ist nicht erlaubt. Die Ubertragung eines Zertifikates durch den Zertifikatsinhaber an -
Dritte ist unzulassig. Das Zertifikat ist gliltig bis zum angegebenen Zeitpunkt, sofern es nicht
frither gektindigt wird. Umseitige Hinweise sind zu beachten.

Priifbericht Nr.: 713009430-05
Giiltig bis: 2018-02-18

Datum, 2013-02-19 ( Werher Muller-Starke )
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' ZERTIFIKAT & CERTIFICATE &

C E R T I F I C A T E PronctService

No. Z1A 13 02 42435 024

Holder of Certificate: Metalast, S.A.U.

Paseo Sanllehy, 25
08213 Polinya
SPAIN

Factory(ies): 42435

Certification Mark:

\\ Production ioiiored /4
Safety tested

Product: Circular Pumps
Model(s): Maxim Code 08003; 08004; 08005
Parameters: Model: 08003; 08004; 08005
Rated voltage: 230V/400V 3AC 50Hz
Rated current: 9,5/5,5A; 7,4/13A; 15/8,4A
Rated power: 3200W,; 4050W,; 4800W
Type of protection: I
Degree of (water) protection: IP 65
Max. medium temperature: 35°C
Max. height: 19,5m
Max. throughput
capacity I/min: 833,3; 1100; 1300
Isolation class: F

Tested according to:  EN60335-2-41/A2:2010

The product meets the safety and health requirements of the German Product Safety Act section
20 to 22 ProdSG. The certification marks shown above can be affixed on the product. It is not
permitted to alter the certification marks in any way. In addition the certificate holder must not
transfer the certificate to third parties. This certificate is valid until the listed date, unless it is
cancelled earlier. See also notes overleaf.

Test report no.: 713009430-05
Valid until: 2018-02-18
%% "’,,gé/ e KLy
Date, 2013-02-19 ( WerFier Mller-Starke ) ~ 527665 -
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